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THE FURNCO POWR-BARROW 


ROUTINE MAINTENANCE AND OPERATING INSTRUCTIONS 


The Furnco Powr-BARROW is the most refined.....the most 
up-to-date conception in materials handling equipment. 
As you will soon discover, there is virtually no limit 
to the applications of this versatile, robust, easy—to- 
operate, highly manoeuvrable power machine. 


But (and this we ask you to remember) the POWR-BARROW 

is a machine and, like every other machine, should 

be operated properly and regularly maintained. If 

you ensure that the Simple instructions in this book- 

let are observed, we are confident that your POWR- 
BARROW will give long, excellent and trouble-free 

service. 


MAINTENANCE 
Regular 


1. Try to keep the machine as clean as possible. 
Remember that dirt, dust or grit in the moving 
parts accelerates wear. 


2. Inspect every part and assembly frequently 

to ensure that all nuts and other fixing devices 
are tight and secure. Corrective action taken at 
this stage will prevent major faults later. 


Preparing for work 


1. With the engine in horizontal position, fill the engine 
sump with oil (Shell X 100/30) to the top of the filler/ 
level plug. The capacity of the sump is one pint. 


2. With the machine handles at their lowest point, 


fill the gearbox with oil (Shell x 100/ 30 ) up 
to the level plug. 


3. Ensure that the fuel tank is topped-up with 
petrol. DO NOT USE petrol/oil mixture. 


4. Inflate the tyres to the correct pressure (25 p.s.i.) 


5. Apply grease (Shell 'Retinex' A) to screw greaser on 
jockey pulley arm. 


6. Lubricate the throttle oable with light engine oil. 
Periodic 


1, After the first two hours running of a new machine, 
drain and refill the engine sump. Thereafter, drain 
and refill after each 25 hours running. 


2. As necessary, wash element in petrol or strong solution 
of soap and water. Dry element by squeezing or with 
compressed air. Coat grey end of element with one 
tablespoonful of lubrication oil and knead into element 
to spread oil evenly. 


3. Keep the driving belt free from oil and grease. 
4. As necessary, drain and refill the gearbox with oil. 
Note: The torque converter requires no attention. 


OPERATING INSTRUCTIONS 
Controls 


Only a few minutes practice are needed to familiarize. 
the user with the method of operating the PowR-BARROW’ 
The whole essence is simplicity. There are, in fact, 
only four main controls: 


1. A throttle lever, which governs the engine speed 
and the centrifugal clutch/torque converter. 


2. A lever for engaging forward, neutral and reverse. 
3. A lever for operating the transmission brake. 
4. A tipping skip securing catch. 


In addition, the engine has four minor controls: 


1. A petrol ON/OFF tap. 
2. An ignition shorting strap. 


3. A choke control lever. Situated on the carburettor, 
this lever has three positions: '‘down' for full choke, 
‘intermediate’ position for warming up and ‘up’ for 
normal running. 

4. A self rewinding engine starter cord. 


Operational Sequence 


Put gear lever in upright - 
neutral position. Switch on 
petrol and ‘choke' engine. 
Holding throttle fully open, 
pull starting cord until 
engine fires. Return cord 
gently and allow it to re- 
wind. Close choke control. 


Note: If, after three or 
four attempts, the engine 
fails to fire, the car- 
burettor may be flooded. 
In this event, close the 
choke and continue to turn 
the engine until the car— 
burettor clears. 


When engine has warmed up (approx. 30 seconds) close 


throttle. Engage forward gear by moving gear lever to 
foward position. 


Gently open throttle until machine starts travelling. 
Progressively increase throttle opening until desired 
speed is reached. 


Since skip is empty, hold handles high to maintain 
balance. At ruts or hills, torque converter auto- 
matically increases reduction ratio to apply added 
torque to wheels. 


At loading point, raise handles 
until lip of skip is scraping 
ground well before pile is 
reached, drive forward into 
material ensuring that lip if 
blade is clearing ground in 
front of wheels. As wheels 
begin to spin, put weight onto 
foot rest. Help self—loading 
facility by 'urging' handles 
back ard forth with throttle 
full open. 


When fully loaded and with foot still on rest, pull 
back handles to pivot skip upwards. While still in 


forward gear use throttle to assist breaking out of 
material. 


Bring handles down smartly to their lowest position. 
This will level material in skip. 


Engage reverse gear. Press 
downwards on handles to resist 
engine torque and accelerate 
away from heap in reverse. 


Engage forward gear and open throttle to drive away. 
In loaded condition, balance is achieved with handles 
in near horizontal position. Travel is effortless; 
operator only has to steer. 


«++.s+ and pull down handles, at the same time 
opening throttle momentarily. 


to complete discharge. 


At discharge point, throw handles upwards and forwards 
to partially discharge skip. Forward gear still 
engaged and throttle closed. 


Release skip securing 
catch with foot. Pull 
handles back slightly to 
crack open bucket. 


Ped 


Engage reverse gear. Drive machine well away from 


discharged load. 


While still travelling in 
reverse, lift handles and 
throw them forward to 
re-engage skip securing 
catch. Engage forward 
gear, open throttle and 
return to loading point. 


Skip swings forward 
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